Cherry Creek Vista Subdivision Filing #17-B

LANDSCAPE & IRRIGATION CONSTRUCTION DOCUMENTS

Greenwood Village, Colorado
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Developer
RICHMOND HOMES
6550 Greenwood Plaza Blvd.
Suite 100

Centennial, CO 80111
Ph:{303) 804-6952

Fx:(303) 7414820

Contact: Richard Cross

\ Landscape Architect
L _ LAND ARCHITECTS, INC
F 9137 South Ridgeline Blvd, Suite 130
' Highlands Ranch, CO 80129
L Ph:(303) 734-1777

””””” Fx:(303) 734-1778 -
hS Contact: Mike Cooper ISSUE RECORD
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| | Engineer 90% CD OWNER REVIEW __08/0205

J i J CALIBRE ENGINEERING, INC 9% CDBIDSET _ _ 09/0805
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8000 South Lincoln Street, Unit 206 100%CDBIDSET  _ 03/27/06

[

Littleton, CO 80122 REV.100% CDBIDSET _ _ 07/18006
i T T - Ph:(303) 730-0434
0 150" 300' 450' Fx: (303) 713-1897

OVERALL PLAN m\_ Cortact: Greg Parza

Graphic Scale: 1inch = 150 feet NORTH

GENERAL NOTES ADD ALTERNATES o o

|
|
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CHECKED:
A. Contractor shall be responsible to verify the existing site conditions and to notify the owner/owner's rep. and Landscape Architect of any differences between the actual BASE BID ADD ALTERNATE SHEET INDEX PROJECT # 04083
conditions and those shown on the plans. Contractor to supply & START DATE: 08/02/05
B. Utility, grading, erosion control, lot & road layout, easements, and other on and off-site improvement information is included for reference only. See engineering plat & Add Alternate #1: Rgﬁ]’g{%cg;é?e’,'?ﬁﬁh install Netafim per C1 COVER SHEET —
street construction drawings for Cherry Creek Vista Subdivision Filing #17-B & associated engineering reports. NETAFIM IRRIGATION Drip Tubing (See Sheet manufacturer's specs. L-1 METRO DISTRICT LANDSCAPE PLAN PROJECT
Deduct cost of base bid ———ee
C. The Contractor shall review the drawings prior to installation and notify the owner/owner's rep. and Landscape Architect of any discrepancies before proceeding with the OPTION -4) (De ‘Qc,ipc?,f,-g‘;ﬁoﬁ)se ! L-2 HOA LANDSCAPE PLAN
work. .
L-3 HOA LANDSCAPE PLAN Cherry Creek Vista
D. No changes, substitutions, or modifications to the plans shall be made without the prior approval of the Owner/Owner’s rep., Landscape Architect & City of Greenwood ial il a
Village, L4  LANDSCAPE NOTES & SCHEDULE SLubdéV'Slon '2“(19, #1,7 B
andscape rrigation
E. All written dimensions shall have precedence over all scaled dimensions. L-5 TYPICAL LOT LAYOUT (N.|.C.) ConZtructior?
F. Details and notes on the drawings take precedence over typical details and general notes. II:-6 SITE DETAILS Documents
G. Areas to be cleared for construction shall be carefully cleared to the minimum area required for construction. Contractor shall take all care to prevent disruption of project -7 ENTRY MONUMENT DETAILS
site in areas outside construction zone. 1-1 METRO DISTRICT IRRIGATION PLAN CLENT
H. The contractor shall notify the owner at least 1 week before installation of landscaping. -2 HOA IRRIGATION PLAN RICHMOND HOMES
I. All erosion control methods & measures shall be installed prior to any construction (See Erosion Control Plan by Calibre Engineering & Paradigm Engineering). 1-3 HOA IRRIGATION PLAN & ZONE CHARTS
Richard Cross
J.All protective safety devices to be installed by the Contractor and shall be in place atthe end of each work day. -4 IRRIGATION LEGEND: NOTES: & DETAILS
-5 IRRIGATION DETAILS 6550 Greenwood Plaza Bivd
X T . - . I Suite 100
K. Contractor shall refer to materials specifications throughout this plan set and within the technical specifications. Centennial, CO 80111
L. Work in and along public streets, once begun, shall proceed to completion without delay so as to provide minimum inconvenience to adjacent property owner and to the Phone: (303) 804-6952
traveling public. Fax: (303) 7414820
M. The Contractor shall take all necessary precautions to protect adjacent properties from storm water runoff and or deposition of debris resulting from construction of this SHEET INFO.

project.

N. Contractor shall be responsible for the verification of location of all existing utilities in the field prior to construction. Al utilities shall be protected and repaired by the
Contractor if damaged. Cover Sheet
0. The Contractor shall be responsible for notification of all utility companies 48 hours prior to the beginning of work.

o

. Utility easements shall remain unobstructed and accessible. All trees shall be planted a minimum 6' from utility lines. No shrubs shall be planted directly over utility lines.

Q. See also 'Overall Fencing Plan' dated 02-27-06 for diagram of fencing locations for entire project (Not all Fencing Shown in Landscape Plans).
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Plan
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SIGN MONUMENT NOTES (APPLY TO ALL DETAILS THIS SHEET)

1. CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING STRUCTURAL ENGINEER
DESIGN ALL OF THE FOLLOWING:

- FOOTING SIZES, STRENGTHS, AND REINFORCEMENTS

- WALL AND COLUMN REINFORCEMENTS (HORIZONTAL AND VERTICAL)

2. TECHNICAL DRAWINGS SHALL BE PRODUCED AS NECESSARY AS SHOP DRAWINGS
AND REVIEWED/BY L ANDSCAPE ARCHITECT BEFORE CONSTRUCTION.

3. ALL RED SANDSTONE TOBE SNAPPED EDGES. BUFF SANDSTONE SIGN PANELS
SHALL BESAWCUT ON (4)[EDGES/

4. VERIFY SIGNITEXT WITH OWNERPRIOR TO.SHOP DRAWINGS.

5. CONTRACTOR TO SUBMIT BRIGK & STONE'SAMBLES'FOR APPROVAL BY
LANDSCAPE ARCHITECT PRIOR TOCONSILRUCTION!

6. ALL BRICK SHALL BE ROBINSON BRICK COMPAN Y- COLOR/MIX: SANTAROSA.

7. ALL CONCRETE PLANTERS SHALL BE WAUSAU TILE, PRODUGT: SL403B4, BUFF
COLOR.

8. ALL MORTAR JOINTS FOR BRICK SHALL BE 3/8" THICK. MORTAR JOINTS HOR SIGN
STONE PANELS (W/ TEXT) SHALL BE 1/8" THICK. ALL MORTAR SHALL BE DAVIS COLOR
OUTBACK OR EQUAL MATCHING PLANTER COLOR.

9. INSTALL (2) UPLIGHTS AT EACH SIGN - KIM LIGHTING BRAND, AFL11 WIDE FLOOD, 70
WATT CLEAR, HIGH PRESSURE SODIUM, E17 MEDIUM BASE, ANSI CODE $62 WITH
OPTIONAL PHOTOCELL, DARK BRONZE FINISH. COORDINATE WITH ELECTRICAL
ENGINEER/CONTRACTOR FOR ELECTRICAL REQUIREMENTS PRIOR TO ORDER OR
INSTALLATION.
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